Franken Plastik

FP-Pipe Tapes
For the identification marking of
the medium and the flow direction

With FP pipe tapes, pipelines can be clearly
indicated. The tapes are produced using the
screenprinting method, and they are self-
adhesive. The tapes are on a roll, so they can
be used extremely flexibly and are ideal for all
pipe diameters. They have been approved in
accordance with both German and internati-
onal regulations. Also available with Danger
Symbols in accordance with GHS.

%‘3\0\.\3 mm\\

¥0 WMo\ \O W)\

A AL s.ﬂ\

o = g
: | W Textof

Text of :
your choice

your chonce

A
/A

paavo

@® INSTALLATIEPRODUCTEN

Postbus 190 2210 AD Noordwijkerhout

T. 0252-532992 E. info@paavo.nu



3 ) Franken Plastik
Pipe Tapes in Accordance

with DIN 2403 and with Danger Symbols
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You can get any tape roll The features
you want from us at a glance:

: . ¢ High adhesive strength
° |[n every size .
Y » PVC and polyester FP pipe tapes

*in every design as backing material e carefully and indivi-
¢ in many different types ~ AbraATGR-GiH! dually packed in
* also with GHS Danger Symbols Y | e

® possible minimum

*—-20°Cto+90 °C order quantity:
five rolls, also in

different designs




